Rudder Hardware

Dinghy /
Keelboat Pintles
& Gudgeons
Schaefer welded rw— eodd - . S S S .
H H escrip. oat uvdder in fra fra tra asteners
Stainless Steel Dinghy P Sive Width  Dia. Thick. Lengﬁh Widh
and Small Keel Boat 8002 | Dinghy/ | Upto17’ | 1/2" 56 A 18 | 1/ | @#0RM | 750z
Pintles come in two Upper Pintle (52m) (13mm) | (8mm) (3Zmm) | (Tmm) (Témm) | (13mm) | (5mm) (50g)
lengths allowing for 00 Dngy/ g l7 T e e g VWA 20
easier rudder installation. Lower intle (52m (13mm) (8mm) (38mm) | (Tmm) (Témm) | (13mm) | (5mm) (57g)
Made from the highest W12 Doy el e e ey /2 @A | 1750z
quality Stainless Steel, Upper Pintle | ('5.2m) 9mm (8mm) (3Zmm) | (1mm) (Témm) | (13mm) | (5mm) (50g)
built to handle the loads 8001 | Dinghy/ | Upto17' | 3/4" 5/16" e 3 /2" (@) #10RH | 20z,
created by high Lower intle | ('5.2m) (19mm) (8mm) (38mm) | (1mm) (7émm) | (13mm) | (5mm) (576g)
performance boats. 81-01 Dln hy/ Up T 17 1/16" /7" ](2" (2) #10RH | 1.25 0z
7 7 Gudgeon Pmﬂe( (1mm) (88mm) 3mm) | (5mm) (35g)
S| 8201 | Dinghy/ lppo 17| - 116 12 QA0 Soz
B : e Spnng Stop | (5.2m) (1mm) (102mm) | (13mm) | (5mm) (149

ltem  Descrip. Boat Rudder  Pin i Strap Strap Fasteners Weight

Size i Dia. Thick. Width

80-46 Keel Boat/ Ug 0200 |1 1/2" 1-3/4" 5/64" 33/8" 1" (2)#10RH | 5.25 0z.

Upper Pintle (25mm)  |(13mm) (44mm) | (2mm) (86mm) (25mm) | (5mm) (1499)
8045 Keel Boat/ Ug 0200 |1" 1/2" 23/4" 5/64" 7" 1" (4) #10RH | 90z,

80-45 Lower Pinfle |(6.1m) (25mm) ~ |(13mm) (70mm) | (2mm) (178mm) | (25mm) | (5mm) (2559)
80-56 Keel Boat/ |Upto 20" |1-1/2" 1/2" 1-3/4" 1/8" 33/8" 1" (2) #10RH | 7 0z.

- : ; \ Upper Pintle |(6.1m) (36mm)  |(13mm) (44mm) (3mm) (86mm) (25mm) | (5mm) (198g)
. 9 | 8085 Keel Boot/ Ugto 0 A 234 178y [T 1" (4) #10RH | 120z.
o g Lower Pintle | (6.1m) (36mm)  |(13mm) (70mm) | (3mm (178mm) | (25mm) | (5mm) (340g)
3 81-43* Keel Boat/ |Upto 20" |--- 1(2" 1/8" 33/4" 1" (4)1/4"RH| 30z
¥ Gudgeon™ | (6.1m) (13mm) (3mm) (95mm) (25mm) | (5mm) (85g)

I - 81-41* Keel Boat/ Ug to20' 1(2" 1/8" 39/16" | 1/8" (2)1/4" FH| 3.25 0z.

o Gudgeon 1m) (13mm) (3mm) (90mm) (22mm) | (5mm) 029

e
i / * Accepts 1/2" (13mm) pins ~ Bushing for 81-41 is #25-047




Rudder Hardware

1/ 24 Style Pintles
& Gudgeons

Our Medium-Duty

Pintles and Gudgeon
components are most
familiar as "J/24 type" with
separate pins and welded
pintle straps contained
between an upper and
lower gudgeon strap. This
high strength, easily
removed design is excellent
for trailerable boats.
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Descrip.

Strap
Width

81-47 1/24 Upper U}) 025 | 1/2" 1/2" 3/16" 35/16" ! (@1/4"Md
udgeon (7.6m) (38mm) (13mm) (5mm) (84mm) (25mm) (6mm)
81-48 1/24 Lower U})roZS’ 1-1/2" 1(2“ 3/16" 69/16" 11" (8)1,/4"RH
udgeon (7.6m) (36mm) (13mm) (5mm) (167mm) | (25mm) (6mm)
8146 J/24 Uy 025 |--- 1/2" 1/8" 4-1({4" 1" (4)1,/4"RH
trap (/.6m) (13mm) (3mm) (108mm) | (25mm) (6mm)
81-49 1/24 Pin U}) 025 | --- 1(2“ 37/8"
w/Clip (7.6m) (13mm) (98mm)
81-50* /24 U})‘r025’ 1/2" 37/8" 1/8" 4-]({4" 1" 58)1/4" RH
sembly (7.6m) (13mm) (98mm) (3mm) (108mm) | (25mm) 6mm)
85-44 3/24 Type Uy 025 |- 3(8" 3/16" 12" 1-1/2" (3)1/4"RH
iler Straps | (7.6m)  \--- (10mm) (5mm) (305mm) | (38mm) | (6mm)
*81-50 includes (2) 81-46 (1) 81-49, ** Accepts 1/2" (13mm) pins
** 51083 hifch pin for 81-49



