MAST PLATFORMS

FOR MOST RADARS AND SATDOMES
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5 = Solid underbody construction not
- only greatly improves strength but
. also hides radar cables.

Predrilled to receive accessories
such as a flood light or horn.

ADJUSTABILITY

The SM-18-R is designed with fore
and aft adjustable rails so that
you can have the radar as close as
possible to the mast.

STRENGTH

Six stainless steel rivets with nylon
washers to protect powder coat
finish per foot are used to hold
the heavy duty mounting feet to
the mast.
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SM-14-A SM-15-A SM-18-A SM-18-U SM-18-R SM-24-A SM-24-U SM-24-R

inch /mm inch /mm inch /mm inch /mm inch /mm inch /mm inch /mm inch /mm
A 823 /209 12 /304.8 18.5 / 469.9 12 /304.80 11.28 / 286.5 18.50 / 470 11.75 / 298.45 11.75 / 298.45
B 15.9 /4031 16.25 / 412.75 2275 /577.85 15.65 /397.51 18.01/ 4575 25 /635 20/508 20/508
@ 401 /1044 6/152.4 6/152.4 344 /874 344 /874 6/152.4 6/152.4 6/152.4
D 7.44 /189 6.50 /165.1 6.50 /165.1 7.44 /189 7.44 /189 6.50 /165.1 6.50 /165.1 6.50 /165.1
= <2.63/66.68 <2.63/66.68 <3.63/92.08 <2.63/66.68 <2.63/66.68 <3.63/92.08 <3.63/92.08 <3.63/92.08
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MAST PLATFORM PART # GUIDE

S MG Stainless

S MG Stainless

VS MG Stainless

Steel Guard Steel Guard Steel Guard
[P Part # [P Part # [P Part #

FLIR JRC SEA TEL /COBHAM
MD324, MD625, M324XP, M324L, JUE 250, JUE 33 (14") SM-14-A  SM-G18-U ST14, FX150 (16.57) SM-18-A  SM-G18-U
M324S, M324CS, M625XP, . o ey . e .
M625L. M625S. M625CS, MG12L, SM-14-F NA JUE 500 (24") SM-24-A SM-G24-U C18, FX250 (24") SM-24-A SM-G24-U
M617CS, M618CS, M132, M232 IMA-5104, NKE-2042 (24") SM-24-U  SM-G24-U SEIWA / TECHMARINE
M100, M200 SM-14-F2 NA 1262 SM:1G-URHSMIGIE.L)

25" (MDC 900 series) radomes SM-24-U SM-G24-U Y B N
—l T el T 3G, 4G radomes SM-18-R  SM-GI8-U
SC30, SC703, SC1303 SM-24-U NA X643 SM:25:UBESM.G2.5:U
DRS4D, DRS4DNXT SM-24-U SM-G24-U ZTBB]EIgéLOéSnL FEZE0 1) il SM-14-A SM-G18-U SITEX

M3ST, V3, V3-IP, TV3 24" (T761) radomes SM-24-U SM-G24-U
GMRI8(HD), GMRI8X(HD), SRR S
Fantom18 M5, TV5, FB250 (18") SM-18-A SM-G18-U 25" radomes SM-24-A SM-G24-U
GMR24(HD), GMR24x(HD) SM-24-R SM-G24-U M7, M7SK,"HD7, V7, T\{6, SM-24-A  SM-G24-U THRANE & THRANE

FB500 (267), V3-IP (24"), TV7-IP
GEONAV FBI50 (10.8), FB250 (14") FBI150, FB250, Fleet 33, Fleet 33+ SM-14-A SM-G18-U

o . SM-24-U SM-G24-U

21" - 24" radomes SM-24-U SM-G24-U

Fleet33, Fleet One

Sailor FB500, Fleet 55+

VDO

SM-24-A SM-G24-U

20" - 27" satdomes SM-24-A  SM-G24-U 12" - 24" radomes SM-18-U  SM-GI8-U Ocean Line 132 (18") SM-18-U  SM-G18-U
HUMMINGIRD lowmance e m—rar
HB2124 Chirp Radar SM-18-R  SM-G24-U BROADBAND BR24, 3G, 4G (18") SM-18-R  SM-G18-U Ogzan Line 49 (1) SM 25 AN SHG24t
Ocean Line 360, 445, 460 (24")  SM-24-A SM-G24-U
INTELLIAN RAYMARINE
i2 (FBI50 in i2 matching dome) SM-15-A  SM-G18-U RD418D. RDA1SHD SMi18-R  SM-G18-U
5 (FBI50 In B matching dome).  svnen  SHc1a RD424D, RD424HD SM-24-R  SM-G24-U
FBI150, FB250 Quantum radar SM-18-R  SM-G24-U
:6:12)(’:8150 in i4 matching SM-18-A SM-G18-U 33STV, 37STV SM-15-A SM-G18-U
45STV SM-18-A  SM-G18-U
i5, i6, i6P, S6HD, FB500 SM-24-A  SM-G24-U pr—— PP,
FBI50, FB250 SM-14-A  SM-GI8-U ————r e NA
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Stainless steel guard for most
closed dome radars. Part numbers
SM-G18-U and SM-G24-U.

(Refer to guide above)
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SM-AD-ISO Isomat adapter for
boats with Isomat masts (Integral
Track at the Front).

SM-AD-FB Flybridge adapter kit
for smaller mast mounts. Fits the
following Seaview mast mounts:
SM-18-R, SM-18-U, SM-14-F. Will
allow for 35° of adjustment.
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